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Abstract. The kinematic and force analysis of an 
invented new mechanical system used to protect 
vineyards and other fruit-bearing plants from hail, 
which often occurs due to climatic changes, is deter-
mined. The system contains levers that support anti hail 
net. The offered mechanical scheme of system is simple 
and can be used for all type of vineyards. Moreover, the 
mechanical part of the system can be controlled 
remotely by a cell phone. In order to determine the 
mechanical parameters of the system the calculations are 
given based on the use of the principle of possible 
displacements, based on what theoretically is deter-
mined the necessary volume of weight of load that leads 
in motion of the system. 

Key words: kinematics; load; multi lever mecha-
nism; principle of possible displacements; vineyard.  

 
 
 

Introduction 
Georgia is considered to be one of the oldest viticul-

ture and winemaking zones in the world producing high 
quality wines. The centuries-old experience of wine 
production has shaped and introduced the traditional 
technologies of wine making. The vast majority of high 
quality Georgian wines made using these technologies 
were successfully sold overseas. 

In order to protect vineyards and other fruit-bearing 
plants from negative atmospheric phenomena, as hail, 
which have become much more frequent recently due to 
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global warming process, commonly use different fa-
cilities. Among these facilities has to be distinguished 
special nets for covering crops during hailing.  

 There are many schemes of outfits for protection of 
vineyards and other fertile trees from hail, which 
include hail proof nets stretched over vineyards sup-
ported by poles with different constructions, and ropes 
of varying configuration. As the example below in the 
Fig.1 is given the scheme of the mechanical system for 
protection of vineyards from hail. The mechanical 
system contains the tube [1], guide rail [2], piston [3], rod 
[4], joints of the levers [5], [6], pulleys for rope [7] and 

[8], system of ropes with net [9], joints for fixing of levers 
with tube. At the same time tubes are used as pillars for 
vineyards. The given mechanical system works due to 
acting of the high pressure of air or steam launched at 
the bottom (position 11) of the pipe, which drives the 
cylinder and hence rode. Depending on the direction of 
movement of the rod, the protection net opens when 
hail is intending to come and closes accordingly in good 
weather. In spite of good work ability of considered 
mechanical system the disadvantage of these hail 
protection devices are its complication and accordingly 
making use of such equipment extremely expensive.  

 

 
 

      
 

 
Fig. 1. Example of hail protection device 



აგრარული და ბიოლოგიური მეცნიერებები-Agricultural and Biological Sciences- 
Аграрные и биологические науки 

 

_____________________________________ 
ISSN 1512-0996  სტუ-ის შრომები – Work of GTU – Труды ГТУ 
www.shromebi.gtu.ge 13  №3 (521), 2021 

In order to avoid above mentioned disadvantages we 
offer patented new hail protection system the scheme 
which is illustrated in the Fig. 2.  

 
Main part 
 The essence of the invention is to simplify scheme of 

mechanical system for shutting up and folding down hail 
proof net. The mentioned system contains pillars with 
wires for supporting vine trees, where on the top of 

pillars two levers (see Fig. 2, position 2 and 3) pivotally 
are mounted. Ends of ropes [5] and [6] are fixed at the 
levers’ ends in the joints, 

where the edges of the mesh are fixed with the help 
of rings [4]. One end of the mentioned ropes is winded 
on the pulley [13], by the means of block system [12], 
which is equipped with an electromagnetic contactor to 
launch the system. 

 
 

 

 
a) 
 

 
b) 
 

Fig. 2. The net opener in action 

 
In order to spread the net over the vine trees (the 

initial position of the system is shown in Fig. 2, a), by 
switching on the contactor, the load [11], suspended at 
the other end of the jointed ropes, will be moved down, 
which forced to rotate levers2 and 3 (see Fig. 2, b) and, 
as a result, the mesh will spread out. 

As we can see, the scheme of the system is very 
simple and does not need special actuators. However, in 

order to determine the meaning of weight that would set 
in motion the system, billow is given the appropriate 
calculations. Calculation of kinematic and dynamic 
parameters of the mechanical system.  

The main purpose of given calculations is to 
determine the magnitude of the weight (see Fig. 2, 
pos.11) whose drop moves in motion the above described 
anti-hail mechanism.  
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Fig. 3. Design diagram of the mechanism of net opener 

 
 
The planar motion of the BC lever can be reduced 

into two simple movements: forward movement along 
the lever BC and rotational movement around the point 
C. Consequently, in order to solve this problem, let’s use 

the principle of possible displacement, for which we 
imagine that the rope as a link BC of the mechanical 
system has a variable length, for which we denote the 
possible linear movement of the specified rope by δs1. 

 

 
 

Fig. 4. Design scheme for determination of value of possible displacements 
 

Following the scheme given in Fig.4, it can be seen 
that the motion of the specified rope leads to the rotation 
of the AB link relative to the axes fixed on the 
pillar/pillars (see Fig.2, pos 1) of viniard. Let’s denote by 
𝛿𝜑ଶ the possible rotational displacement of the link AB 
and other simillar links of whole mechanical system. 

Using the principle of possible displacements, the 
equilibrium equation of a mechanical system can be 
written as: 

 
 −𝑀஺ ∙ 𝛿𝜑 − 𝐺஺஻ ∙

௥

ଶ
∙ cos 𝜑 ∙ 𝛿𝜑 + 𝑚𝑔 ∙ 𝛿𝑠ଵ = 0.  (1) 
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In order to determine constituents of the above given 
equation it is necessary to consider and analize the 
triangle CBK, which is given in the Fig.4. It can be 
determined from this triangle, that 

  

  sin 𝛼 =
|஻௄|

|஻஼|
;  (2) 

 

Where - |𝐵𝐾| = 𝑟 ∙ sin 𝜑; |𝐵𝐶| = ඥ|𝐵𝐾|ଶ + |𝐾𝐶|ଶ  
 = ඥ𝑟ଶ sinଶ 𝜑 + (𝑑 + 𝑟 cos 𝜑)ଶ.  
 
In accordance with the relations given here, it can be 

written that: 
 

  sin 𝛼 =
௥∙ୱ୧୬ ఝ

ඥ௥మ ୱ୧୬మ ఝା(ௗା௥ ୡ୭ )మ 
 .  (3) 

 
The next step is to calculate the angle β, located at the 

point B of the triangle CBK. The angle β can be defined 
as: 

 
  𝛽 = 180° − (180° − 𝜑 + 𝛼) = 𝜑 − 𝛼   (4) 

To determine the possible displacement of 𝛿𝑠ଶ, it is 
necessary to find out location of the center of rotation P 
of the link BC. For this reason it is necessary to consider 
the following relations. 

  cos β =
|஻஼|

|஻௉|
  (5) 

Where: 
 

  |𝐵𝑃| =
|஻஼|

ୡ୭ୱ ఉ
=

ඥ௥మ ୱ୧୬మ ఝା(ௗା௥ ୡ୭ୱ ఝ)మ

ୡ୭ୱ ఉ
   (6) 

and 
 |𝐶𝑃| = |𝐵𝑃| ∙ sin 𝛽 = 

 

 =ඥ𝑟ଶ sinଶ 𝜑 + (𝑑 + 𝑟 cos 𝜑)ଶ ∙ 𝑡𝑔𝛽  (7) 
If we take into account the ratio of possible 

displacements 𝛿𝑠ଶ and 𝛿𝑠ଵof points B and C, that is given 
in the formula (8).  

 

  ఋ௦మ

|஻௉|
=

ఋ௦భ

|஼௉|
 ; (8)  

where 

  𝛿𝑠ଶ =
|஻௉|

|஼௉|
∙ 𝛿𝑠ଵ =

ఋ௦భ

ୱ୧୬ ఉ
, (9) 

 

you can then calculate the possible angular 
displacement of the AB link using the following formula 
below: 

  

  𝛿𝜑ଶ =
ఋ௦మ

௥
=

ఋ௦భ

୰∙ୱ୧୬ ఉ
 ,  (10)  

  
Consequently, there is a displacement of the point D, 

located in the middle of the link AB 
 

  𝛿𝑠஽ =
ఋ௦మ

ଶ
=

ఋ௦భ

ଶ୰∙ୱ୧୬ ఉ
.  (11) 

 
In order to calculate the work done by the force of 

gravity G on the displacement 𝛿𝑠஽ it is neceessary to 
determine the meaning of the angle cos൫𝐺, 𝛿𝑠஽

෣ ൯. 
 
  cos൫𝐺, 𝛿𝑠஽

෣ ൯  = cos(90° − 𝜑 + 90°) =  
 cos(180° − 𝜑) = − cos 𝜑  (12)  
 

Taking into account the above relations, the equation 
of equlibrium (1) of ABC mechanism in expanded form 
can be written as:  

  −𝑀஺тр ∙
ఋ௦భ

୰∙ୱ୧୬ ఉ
+ 𝐺 ∙

ఋ௦మ

ଶ
∙ (− cos 𝜑) + 

 +𝑚𝑔 ∙ 𝛿𝑠ଵ = 0;  (13) 

  −𝑀஺тр ∙
ఋ௦భ

୰∙ୱ୧୬ ఉ
− 𝐺 ∙

ఋ௦భ

ଶୱ୧୬ ఉ
∙ cos 𝜑 +  

 +𝑚𝑔 ∙ 𝛿𝑠ଵ = 0.  (14) 
For whole mechanical system the equation of 

equlibrium will have the following view:  
  

  −𝛿𝑠ଵ ∙ ∑
ெ೔тр

୰∙ୱ୧୬ ఉ

௡
௜ୀଵ − 

 𝛿𝑠ଵ∙ ∑
ୋ౟∙ୡ୭ୱ ఝ

ଶୱ୧୬ ఉ

௡
௜ୀଵ  + +𝑚𝑔 ∙ 𝛿𝑠ଵ = 0.  (15) 

 

From this we will obtain: 
 

  𝑚𝑔 = ∑
ெ೔тр

୰∙ୱ୧୬ ఉ

௡
௜ୀଵ + ∑

ୋ౟∙ୡ୭ୱ ఝ

ଶୱ୧୬ ఉ

௡
௜ୀଵ  .  (16)  

 
 In order to move the whole mechanism, it is 

necessary to select a mass for the load whose magnitude 
satisfies the following inequality:  

 

  𝑚 >
ଵ

௚
∙ ∑

ெ೔тр

୰∙ୱ୧୬ ఉ

௡
௜ୀଵ +

ଵ

௚
∙ ∑

ୋ౟∙ୡ୭ୱ ఝ

ଶୱ୧୬

௡
௜ୀଵ    (17) 
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 As we can see in the last formula (17) we have the 

component 𝑀௜тр, that represents torque of friction, 
which are aroused in the place of junction of the link AB 
with frame fixed on the on the pillars of vineyard. For 
calculation of the parameter, it is necessary to determine 
the forces of reactions acted on the pins of mentioned 
kinematic pairs. The calculations of forces of reaction 
have to begin from the first pillar, which can be done by 
writing equations of equilibrium, which are given 
bellow. 

 
∑ 𝑋௜ = 0 𝐹ଵ + 𝑅ଵ௑ = 0 ; 𝑅ଵ௑ =

ீభ

ଶ
∙ 𝑐𝑡𝑔𝜑. 

  ∑ 𝑌௜ = 0 𝑅ଵ௒ − 𝐺ଵ = 0; 𝑅ଵ௒ = 𝐺ଵ.  (18)  

∑𝑀௜ = 0 𝐺ଵ ∙
𝑙ଵ

2
∙ 𝑐𝑜𝑠𝜑 + 𝐹ଵ ∙ 𝑙ଵ ∙ 𝑠𝑖𝑛𝜑 = 0. 

From the given equations it can be obtained the 
following forces of reaction that are acting along the 
Cartesian coordinate system.  

  𝑅ଵ௑ =
ீభ

ଶ
∙ 𝑐𝑡𝑔𝜑 𝑅ଵ௒ = 𝐺ଵ  (19) 

The same type of equations of equilibrium have to be 
written for subsequent and other links of mechanical 
system and hence we will have: 

∑ 𝑋௜ = 0 − 𝐹ଵ
ᇱ + 𝐹ଶ + 𝑅ଶ௑ = 0; 

 ∑ 𝑌௜ = 0 𝑅ଶ௒ − 𝐺ଶ = 0; (20) 

∑𝑀௜ = 0 𝐺ଶ ∙
௟మ

ଶ
∙ 𝑐𝑜𝑠𝜑 + 𝐹ଵ

ᇱ ∙ 𝑙ଶ ∙ 𝑠𝑖𝑛𝜑 − 𝐹ଶ ∙ 𝑙ଶ ∙

𝑠𝑖𝑛𝜑 = 0. 

𝐹ଶ =
𝐺ଶ ∙

𝑙ଶ

2
∙ 𝑐𝑜𝑠𝜑 + 𝐹ଵ

ᇱ ∙ 𝑠𝑖𝑛𝜑 ∙ 𝑙ଶ

𝑙ଷ ∙ 𝑠𝑖𝑛𝜑
 

 

=

𝐺ଶ

2
∙ 𝑐𝑜𝑠𝜑 +

𝐺ଵ

2
∙ 𝑐𝑡𝑔𝜑 ∙ 𝑠𝑖𝑛𝜑

𝑠𝑖𝑛𝜑
=

𝐺ଶ

2
∙ 𝑐𝑡𝑔𝜑 +

𝐺ଵ

2
∙ 𝑐𝑡𝑔𝜑. 

 
The meaning of forces of reaction can be determined 

by bellow given expressions  

  𝑅ଶ௑ =
ீమ

ଶ
∙ 𝑐𝑡𝑔𝜑; 𝑅ଶ௒ = 𝐺ଶ.  (21) 

Based on here given expressions the equations of 
equilibrium for third link can be written as:  

෍ 𝑋௜ = 0 − 𝐹ଶ
ᇱ + 𝐹ଷ + 𝑅ଷ௑ = 0; 

  ∑ 𝑌௜ = 0 𝑅ଷ௒ − 𝐺ଷ = 0;  (22) 

∑𝑀௜ = 0 𝐺ଷ ∙
𝑙ଷ

2
∙ 𝑐𝑜𝑠𝜑 + 𝐹ଶ

ᇱ ∙ 𝑙ଷ ∙ 𝑠𝑖𝑛𝜑 − 𝐹ଷ ∙ 𝑙ଷ ∙ 𝑠𝑖𝑛𝜑

= 0; 

𝐹ଷ =
ீయ∙

೗య
మ

∙௖௢௦ఝାቀ
ಸమ
మ

∙௖௧௚ఝ
ಸభ
మ

∙௖௧௚ఝቁ∙௦௜௡ఝ∙௟మ

௟య∙௦௜௡ఝ
=

ீయ

ଶ
∙ 𝑐𝑡𝑔𝜑 +

ீమ

ଶ
∙ 𝑐𝑡𝑔𝜑 +

ீభ

ଶ
∙ 𝑐𝑡𝑔𝜑. 

For any other link with number 𝑛 = 𝑖 can be written 
as: 

  𝐹௜ =
௖௧௚ఝ

ଶ
∑ 𝐺௜

௜
௡ୀଵ   (23) 

and meaning of forces of reaction acting on these 
links would have the following form:  

  𝑅௜௑ =
ீ೔

ଶ
∙ 𝑐𝑡𝑔𝜑; 𝑅௜௒ = 𝐺௜.  (24) 

And hence, the meaning of total forces of reaction 
would be determined by the following formula:  

 𝑅௜ = ඥ𝑅௜௑
ଶ + 𝑅௜௒

ଶ = ට ೔ீ
మ

ସ
∙ ctgଶ 𝜑 + 𝐺௜

ଶ = 

 =𝐺௜ ∙ ට
ୡ୲୥మ ఝ

ଶ
+ 1  (25) 

Based on this expression, it is possible to determine 
the meaning of frictional moments acting in the places 
of the movable connection of all links (𝑛 = 𝑖) with the 
supports of the vineyard.  

  𝑀௧௥௜ = 𝐺௜ ∙ 𝑓 ∙ 𝑟 ∙ ට
ୡ୲୥మ ఝ

ଶ
+ 1 .  (26) 

For the last part of the system the equations of 
equilibrium will be:  

  𝐹௜ିଵ =
௖௧௚ఝ

ଶ
∑ 𝐺௜

௜ିଵ
ଵ ;  (27) 

∑ 𝑋௜ = 0; −𝐹௜ିଵ
ᇱ + 𝐹௜ ∙ 𝑐𝑜𝑠𝛼 + 𝑅௜௑ = 0; ∑ 𝑌௜ = 0; 

𝑅௜௒ − 𝐺௜ − 𝐹௜ ∙ 𝑠𝑖𝑛𝛼 = 0; 

∑𝑀௜ = 0; 𝐺௜ ∙
௟೔

ଶ
∙ 𝑐𝑜𝑠𝜑 + 𝐹௜ିଵ

ᇱ ∙ 𝑙௜ ∙ 𝑠𝑖𝑛𝜑 + 𝐹௜ ∙ 𝑠𝑖𝑛𝛼 ∙

𝑙௜ ∙ 𝑐𝑜𝑠𝜑 − −𝐹௜ ∙ 𝑐𝑜𝑠𝛼 ∙ 𝑙௜ ∙ 𝑠𝑖𝑛𝜑 = 0. 
From here given equations can be obtained: 

 ீ೔

ଶ
∙ 𝑐𝑜𝑠𝜑 +

௖௧௚ఝ∙௦௜௡ఝ

ଶ
∑ 𝐺௜

௜ିଵ
ଵ −  

 𝐹௜ ∙ 𝑠𝑖𝑛(𝜑 − 𝛼) = 0;  (28) 

  𝐹௜ =
ಸ೔
మ

∙௖௢௦ఝା
೎೚ೞക

మ
∑ ீ೔

೔షభ
భ

௦௜௡(ఝିఈ)
  

Correspondingly, the forces of reaction acting on the 
link AB from the frame A, can be calculated from the 
equations given bellow:  

 𝑅௜௑ =
௖௧௚ఝ

ଶ
∑ 𝐺௜

௜ିଵ
ଵ −

ಸ೔
మ

∙௖௢௦ఝ
೎೚ೞക

మ
∑ ீ೔

೔షభ
భ

௦௜௡(ఝିఈ)
∙ 𝑐𝑜𝑠𝛼;  (29) 

  𝑅௜௒ = 𝐺௜ +
ಸ೔
మ

∙௖௢௦ఝ
೎೚ೞക

మ
∑ ீ೔

೔షభ
భ

௦௜௡(ఝିఈ)
∙ 𝑠𝑖𝑛𝛼 .  (30) 
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From these equations (29) and (30) meaning of the 
total force of reaction can be written. 

 

𝑅௜ = ට𝑅௜௑
ଶ + 𝑅௜௒

ଶ

= ඩቌ
𝑐𝑡𝑔𝜑

2
෍ 𝐺௜

௜ିଵ

ଵ

−

𝐺௜

2
∙ 𝑐𝑜𝑠𝜑 +

𝑐𝑜𝑠𝜑
2

∑ 𝐺௜
௜ିଵ
ଵ

𝑠𝑖𝑛(𝜑 − 𝛼)
∙ 𝑐𝑜𝑠𝛼ቍ

ଶ

+ 

  +ඨቆ𝐺௜ +
ಸ೔
మ

∙௖௢௦ఝ
೎೚ೞക

మ
∑ ீ೔

೔షభ
భ

௦௜௡(ఝିఈ)
∙. 𝑠𝑖𝑛𝛼ቇ

ଶ

 .  (31)  

 

After inserting the expressions of these reaction 
forces (16), we obtain in the formula the force of gravity 
required to bring the mechanism into motion. In our 
case we calculate the force of gravity on the load for ten 
positions of the mechanism when the angle 𝜑 of 
inclination of the parallel links changes from 100 to 800. 

As the example of the above scheme calculation of 
hail protection system let’s use the parameters of the real 
mechanical system, where the length "𝑙" of each bar is 

taking equal to 80 cm; weight “G” of each bar is 0.363 kg; 
number of bars are n=10; specific weight of each bar is 
𝛾=1,305 gram/cm3 and coefficient of friction – f =0,05. 

 Tracing the change in the inclination of the levers of 
the mechanical system, we calculate the value of the 
required force to drive the mechanism in action and the 
change in the value of the force as the configuration of 
the mechanical system changes. The calculated changes 
in these parameters are shown below. 

When 𝜑ଵ = 100, then mg=17. 929kg; 𝜑ଶ = 200, then 
mg=8.636kg; 

 

𝜑ଷ = 300 ------ mg=5.346kg;  
𝜑ସ = 400 ------ mg=3.577kg; 
𝜑ହ = 500 ------ mg=2.432kg;  
𝜑଺ = 600 ------ mg=1.602kg;  
𝜑଻ = 700 ------ mg=0.959kg; 
𝜑଼ = 800 ----- mg=0.436kg. 
 

Force changes depending on the angle of inclination of 
the levers in the form of a graph is given below in Fig. 5. 

 
 

 
 

Fig. 5. The chart of relation to angle inclination variation and the force acting 
on the levers of mechanical system 

17
.9

29

8.
63

6

5.
34

6

3.
57

7

2.
43

2

1.
60

2

0.
95

9

0.
43

6

1 2 3 4 5 6 7 8



აგრარული და ბიოლოგიური მეცნიერებები-Agricultural and Biological Sciences- 
Аграрные и биологические науки 

 

____________________________________ 
სტუ-ის შრომები – Work of GTU – Труды ГТУ ISSN 1512-0996 
№3 (521), 2021 18 www.shromebi.gtu.ge 

Conclusion 
Based on the use of the principle of possible displa-

cement, the practical problem of determining the design 
parameters of a new anti-hail protection scheme for the 
vineyard, in which the mechanical system is driven by a 
controlled drop in the load associated with the levers 
with the help of levers, is solved. cable system. The 

principle made possible to calculate the values of the 
forces acting on the links of the mechanism and, 
accordingly, the design parameters of the mechanical 
system can be determined. The offered mechanical 
system differs from existing systems by its simplicity and 
as a result by its cheapness and concurrent validity. 
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Аннотация. Определяется кинематический и силовой анализ изобретенной новой механической систе-
мы, используемой для защиты виноградников и других плодовых растений от града, который часто случается 
из-за климатических изменений. Предлагаемая механическая система содержит систему рычагов и тросов, 
приводящие в движение противоградовую сетку. Предлагаемая механическая схема системы проста и может 
использоваться для всех типов виноградников. Для определения механических параметров системы 
приводятся расчеты, основанные на использовании принципа возможных перемещений, на основании чего 
теоретически определяется необходимый объем веса груза, приводящего в движение систему. 
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